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The Original! The First! The American Air Curtain 

is an “open” entrance—during business hours, there is no obstruction of any kind. 


ADVANTAGES 

ELIMINATES ENTRANCE TRAFFIC JAMS AND 
ACCIDENTS 

There are no swing or revolving barriers to cause annoy¬ 
ance or injury, no delay in emergency exits. Traffic moves 
freely and quickly even in rush hours. More traffic can 
move through an Air Curtain than an opening of equal 
size with conventional doors. 


SEALS IN PLEASURE —SEALS OUT NUISANCES 

The gently moving air is thermostatically controlled for 
the most pleasant possible effect. The air curtain forms a 
barrier to wind, dust, dirt, rain, sleet, snow, fumes, insects, 
animals and temperature differences. 



AMERICAN AIR CURTAIN works. 


FEATURES 

AIR DIRECTIONAL DISCHARGE (Patented) 

Original nozzle air directional discharge, providing maxi¬ 
mum wind and pressure resistance. Positive air direction 
obtained by tiltable nozzles with life-time lubricated ball 
bearing pivot points which require no servicing. 

DIMENSIONAL FLEXIBILITY 

Package unit available with fixed space requirements. 
Equipment location in custom designing can meet practi¬ 
cally all building conditions at little additional cost. Spe¬ 
cial effects to provide the “open look” have been developed. 


AUTOMATIC CONTROL (Patented) 

Completely automatic control of air directional and air 
discharge volume provided as standard equipment on all 
units. Sensitive multi-position differential pressure con¬ 
trol provides proper air direction and air speed for vary¬ 
ing winds and building pressures. 

KEEPS BUILDING AND MERCHANDISE CLEAN 

Dust and dirt stopped at the entrance, providing a cleaner 
building interior and avoiding merchandise spoilage. 
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ATTRACTS ATTENTION — INVITES CUSTOMERS 

Each installation, through its unique features, readily at¬ 
tracts community attention resulting in publicity and a 
feature for advertising the building. The "open” entry 
invites passers-by to come in and shop. 



SAVES VALUABLE FLOOR SPACE 

American Air Curtains are compact in design. Therefore, 
installations take up much less space than do conventional 
vestibules. This added space can be converted into valu¬ 
able extra first-floor selling area. 



OPERATING PRINCIPLE 

Directional air nozzles send air downward from the ceil¬ 
ing of the entrance. The air passes across the entrance and 
is drawn through a floor grille into a pit. From the pit, the 
air then passes through filters, a heating element and, by 
means of a fan, is directed upward to the air nozzle to 
repeat and continue the cycle. 

Horizontal air flow units can be provided for special 
applications. 

TYPES 




Package— Economy model prefabricated units requiring 
minimum installation work. Readily adapted to new and 
existing buildings, with overhead or side mounted air 
handling units. 

Custom— Custom designed to satisfy individual building 
and functional requirements. Especially suited to new and 
existing buildings, particularly finer construction. 

DESIGN CONSIDERATIONS 

Consult manufacturer for recommendations and costs for 
your specific entrance applications. 


GRATING 

Galvanized steel, aluminum, stainless steel or abrasive 
topped grating available with openings of y 4 ". Gratings 
designed for industrial and special loadings available. 

FILTRATION 

Special high velocity non-corrosive washable filters are 
standard equipment. 

CUTS HEATING AND COOLING COSTS 

The American Air Curtain minimizes the heat loss in 
winter and gain in summer which normally send heating 
and cooling costs skyrocketing. 


WHERE USED 

Commercial Store exterior entrances, enclosed mall en¬ 
trances, loading and receiving docks, conveyor openings, 
separation of areas of different temperatures. 


INDUSTRIAL AND INTERIOR 

Industrial applications are 
unlimited. Exterior entrances 
for trucks and rail, including 
loading docks, can be sealed. 
Interior applications include 
the separation of areas of 
different temperatures, pres¬ 
sures, humidities or uses. 
Dust and fumes can be con¬ 
fined to their respective areas. 



Such applications result in possible savings over the use 
of mechanically or manually operated doors. 



EASY TO OPERATE AND MAINTAIN 

Simple switch starts the fan and entire system into opera¬ 
tion. Air direction, speed and temperature controlled 
automatically. Maintenance is confined to removal of dirt, 
which did not enter the building, by periodic pit and filter 
cleaning, and inspecting and lubricating of mechanical 
equipment as part of the general maintenance program. 

CREATES FRESH DESIGN POSSIBILITIES 

Unobstructed entrances of unlimited widths are now prac¬ 
tical. Sliding, rolling or folding doors or movable display 
cases can be used to close entrances after business hours. 
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AMERICAN AIR CURTAIN 

PACKAGE* ENTRANCE 



Entrance lO'O" wide 8'0" high shown with top 
mounted air handling unit. Other widths available. 


Purchase your entrance by 
the "package”. Each pack¬ 
age is self-contained and 
several packages can be 
joined together producing 
larger entrances. A fac¬ 
tory fabricated unit with 
minimum installation, it 
provides the lowest cost 
for the enjoyment of the 
"open” entry. Many mod¬ 
ifications possible at no 
additional cost, including 
single-return air duct 
models. 
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Services required— 
Electric — 220V, 60 cy, 
3 ph, 1 5 amp, or equal. 
Water — V 2 ” cold water 
Drain — 4" drain for pit 


gas, steam, hot water or 
electric. 


ACCEPTANCE 



Department Store Entrance—33'0" wide, 9'0" high. Utilizes five side 
sliding panels for night closure. 



Gambling Casino—41'0" wide, practically entire building front has no 
auxiliary closure, continuously open. 
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Industrial Entrance—18'0" high, 20'0" wide. Allows passage 
of railroad car and large trucks. 
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